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Dampcon Rig
Dampcon

Predampen and install dry process shotcrete materials

Can be used for:

Structural Concrete Insulated Panels

Precise Refractory Gunning

Pools

Concrete Repair

Soil Stabilization

Blastcrete Dampcon Rigs are the

most economical,
simple, and safe gunite
machines ever built !



Blastcrete Equipment Company  2000 Cobb Avenue  P.O. Box 1964  Anniston, AL 36202  
800-235-4867 (Toll Free)  256-235-2700   256-236-9824 (Fax) www.blastcrete.com

Specifications
Gun Air Requirement 250 CFM @ 80 PSI (Minimum)

Dimensions 216” x 80” x 115” (531 cm. x 203 cm. x 292 cm.)

Weight 7000 lbs. (3175 kg.)

Features
9 cubic foot Capacity Paddle Mixer with Rubber Wipers

Swing Out Mixer for Easy Cleaning

Variable Speed Mixer, Conveyor, and Gunning Machine

Blastcrete Piccola 020 Rotary Gunite Machine with 0-5 cu. 
yards per hour

Heavy Duty Dual Axle Trailer

Material Hopper Above Gun w/ Vibrator

Planetary Mixer Drive

Power Options
Kubota V1505 29 HP Water Cooled Diesel
20 HP Electric Motor with Starter and Disconnect

Options
Skid Mount with Forklift Pockets
Water Booster Pump

Paddle Mixer with Rubber Wipers

Swing Out Mixer

Smooth Gunning Up to 5 cubic yards  per hour


