Skid Steer Pump
o RDeS36

You can Pay for this Concrete Pump

Attachment in 25 Hours of Pumping!

3" Aggregate Concrete
33" Aggregate Shotcrete
Cellular Concrete

Faux Rock Construction
Insulated Concrete Forms
Slabs

Forms

Slab Jacking
Block Fill

Blastcrete Squeeze Pumps are the
most economical,
versatile, simple, and safe
concrete pumps ever built!
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Anniston, AL
800-235-4867

www.blastcrete.com
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Features Specifications RD6536
Receiving Hopper with Hydraulic Agitator Length 76"
Universal with Any Skid Steer Length (w/ Receiving Hopper) 89"
Variable Speed From 0-25 Cubic Yards Per Hour ¥ 195
Width (w/ Receiving Hopper) 55"
Simple Hydraulic Controls
Height 48.25”
Universal Mounting Plate I )
Charging Height 40.25"
Forklift PICk‘Up Welght 2800 lbs.
Output 25 cu. yph.
Why Squeeze Pumps? Pump Outlet 3"HD
Onlyone wear part Pump Pressure 400 PSI
Simple: no skilled operator needed
Safe: runs in reverse Hydraulic Oil Requirements 18gpm @ 3000 psi
S P S i Vertical Pump Distance 100 ft.
Horizontal Pump Distance 250 ft.




